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13.3 Range. The lower detectable limit is
13 mg NOx/m3, as NO; (7 ppm NOx) when sam-
pling at 500 ml/min for 1 hour. No upper limit
has been established; however, when using
the recommended sampling conditions, the
method has been found to collect NOx emis-
sions quantitatively up to 1782 mg NOx/ms3,
as NO2 (932 ppm NOx).

14.0 Pollution Prevention. [Reserved]
15.0 Waste Management. [Reserved]
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17.0 Tables, Diagrams, Flowcharts, and Validation Data
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Figure 7C-1.
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Figure 7C-2.

METHOD TD—DETERMINATION OF NITROGEN
OXIDE  EMISSIONS  FRrROM STATIONARY
SOURCES (ALKALINE-PERMANGANATE/ION
CHROMATOGRAPHIC METHOD)

NOTE: This method is not inclusive with re-
spect to specifications (e.g., equipment and
supplies) and procedures (e.g., sampling and
analytical) essential to its performance.
Some material is incorporated by reference

Restricted-Orifice Impinger.

from other methods in this part. Therefore,
to obtain reliable results, persons using this
method should have a thorough knowledge of
at least the following additional test meth-
ods: Method 1, Method 3, Method 6, Method 7,
and Method 7C.

1.0 Scope and Application
1.1 Analytes.
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